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MARTIN® NTS™ Non-Impacting Linear Vibrators

Quiet! Wash-down safe! Explosion-proof!
MARTIN® NTS™ Non-Impacting Linear Vibrators provide powerful 

force-to- move materials in bins and hoppers. The low-frequency, 

high-amplitude energy is best suited for larger particle sizes and light bulk 

densities. All bin vibrators are explosion-proof and wash-down safe. Linear 

motion, instant starting and stopping and repeatable performance make 

MARTIN® NTS™ Units ideal for feeder and screen drives, especially in 

hazardous duty locations or high wash-down areas.

MARTIN® NTS™ 100/01 
Pneumatic Bowl Feeder Drive
The MARTIN® NTS™ 100/01 Vibrator is a quiet, reliable drive especially 

designed for use with bowl feeders. All Units are lube-free and feature 

independent adjustment of both amplitude and frequency. The Unit will

interchange with BURGESS® and other pneumatic bowl feeder drives.

ATEX
Certified

FEATURES

Quiet

Noise levels are 60 to 65 dBA, well below 

regulatory limits.

Energy-Efficient

The most energy-efficient pneumatic bin vibrators 

available. Instant on, instant off. Frequency and 

amplitude adjust independently.

Additional Specifications

Air pressure range: 30-60 psi•

Operating temperature: 32º-250º F•

Air Preparation: 5-micron filter, pressure regulator•

lubricator & 3-way control valve, lubricator required.

Force (maximum): 7059 force-lbs.•

Warranty: 3-years when operated within•

recommendations.

Included: Muffler & nipple•
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MARTIN® NTS™ Non-Impacting Linear Vibrators

DIMENSIONS
A B C D E F G H I K L

NTS 100/01 3.5(89) 2.72(69) 2.72(69) N/A M12 0.79(20) 2.58(65.5) 1.91(48.5) 1.24(31.5) 1/4" 1/4" 

NTS 75/01 4.53(115) 3.54(90) 3.15(80) 2.83(72) 0.35(9) 0.79(20) 3.19(81) 2.36(60) 1.5(38) 1/4" 1/4" 

NTS 50/01 6.1(155) 3.54(90) 3.15(80) 2.83(72) 0.35(9) 0.79(20) 4.76(121) 3.15(80) 1.57(40) 1/4" 1/4" 

NTS 70/02 5.12(130) 4.33(110) 3.94(100) 3.54(90) 0.35(9) 0.79(20) 3.58(91) 2.56(65) 1.54(39) 3/8" 3/8" 

NTS 54/02 6.18(157) 4.33(110) 3.94(100) 3.54(90) 0.35(9) 0.79(20) 4.41(112) 3.11(79) 1.77(45) 3/8" 3/8" 

NTS 50/04 6.18(157) 6.18(150) 5.47(139) 4.88(124) 0.51(13) 0.79(20) 4.45(113) 3.11(79) 1.73(44) 3/8" 3/8" 

NTS 50/08 6.81(173) 7.87(200) 6.69(170) 6.5(165) 0.67(17) 1.18(30) 4.92(125) 3.62(92) 2.28(58) 3/8" 3/8" 

NTS 50/10 6.18(157) 7.87(200) 7.48(190) 6.5(165) 0.71(18) 0.79(20) 4.41(112) 3.11(79) 1.77(45) 3/8" 1/2" 

inches (mm)

NTS™ NON-IMPACTING LINEAR VIBRATOR 
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MARTIN® NTS™ Non-Impacting Linear Vibrators

PHOTOS

Best Uses for NTS™ Non-Impacting Linear Vibrators

Moving materials with low bulk density and/or large particles in bins & hoppers. Compaction table drives. Feeder drives.

APPLICATIONS

PERFORMANCE

WORKING MOMENT IN-LB.(CM-KG) FREQUENCY VPM LINEAR FORCE LBS. (N) AIR CONSUMPTION CFM (L/MIN)

30PSI(2BAR) 60PSI(4.1BAR) 30PSI(2BAR) 60PSI(4.1BAR) 30PSI(2BAR) 60PSI(4.1BAR) 30PSI(2BAR) 60PSI(4.1BAR)
NTS 100/01 .29(.33) .37(.43) 3920 4640 63(281) 115(513) 1.17(33) 3.78(107)
NTS 75/01 .87(1.01) 1.13(1.31) 2848 3596 101(451) 210(934) 3.5(99) 9.57(271)
NTS 50/01 1.89(2.18) 2.27(2.62) 1924 2408 99(442) 187(834) 3.11(88) 8.9(252)
NTS 70/02 2.43(2.81) 2.40(2.77) 2096 2808 152(676) 267(1186) 4.52(128) 12.2(346)
NTS 54/02 3.93(4.54) 4.77(5.51) 1730 2064 167(745) 290(1288) 5.37(152) 15.0(425)
NTS 50/04 6.84(7.9) 8.49(9.8) 1920 2296 358(1591) 639(2844) 9.57(271) 22.0(624)
NTS 50/08 9.79(11.3) 13.3(15.3) 1977 2331 545(2426) 1024(4555) 7.63(216) 18.0(510)
NTS 50/10 !2.5(14.5) 15.5(17.9) 1983 2392 703(3128) 1265(5626) 16(454) 37.1(1051)
inches (mm)

MARTIN® NTS™ 
Non-Impacting 
Linear Vibrator on 
compacting table.

MARTIN® NTS™ 50/10

MARTIN® NTS™ 100/01
Vibrator driving a 
bowl feeder in a 
hazardous location

MARTIN® NTS™ being 
used to enhance flow in 
a hopper.

MARTIN® NTS™ 
Non-Impacting Linear 
Vibrator on pipe.


